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CONFIDENTIAL CSP 6620A 


A COMPLEX ELECTRONIC, TRANSISTORIZED, HALF—DUPLEX, NARROW—BAND SPEECH SECURITY EQUIPMENT. IT FEA— 
TURES PUSH-TO-—TALK OPERATION, OPERATES UNATTENDED, AND EMPLOYS AN ELECTRONIC KEY GENERATOR IN 
WHICH THE KEYING VARIABLES ARE DETERMINED BY MEANS OF A PUNCHED CARD, AN AUTOMATIC INDICATOR FACILITY 
IS PROVIDED AND THE USERS AT THE LOCAL AND REMOTE LOCATIONS HAVE THE OPTION OF SECURING THE INFOR— 
MATION OR TALKING IN THE CLEAR AS IN ORDINARY TELEPHONE USAGE, SECURITY IS PROVIDED BY CONVERTING THE 
SPEECH INTO A DIGITAL SIGNAL AND MIXING IT WITH A DIGITAL KEY STREAM, IT OPERATES ON A SELF-CONTAINED 
VESTIGIAL SIDE BAND TRANSMISSION SYSTEM AT A SPEED OF 1650 BAUD, THE KY—9 SIGNAL CAN BE TRANSMITTED 
OVER LOCAL. AND LONG DISTANCE COMMERCIAL 3 KC WIRE, VHF/UHF RADIO OR MICROWAVE CIRCUITS, 


STATUS IN USE, NONE PROCURED BY THE-NAVY. 


CRYPTOSYSTEM | THESEUS 


EQUIPMENT: conripeENTIAL—cRYPTO (EXTERNAL VIEWING — NO CLEARANCE REQUIRED) 
KEYING MATERIAL: secret—cryPTo oR TOP SECRET—CRYPTO 


TRAFFIC: act classiFICATIONS (FOR TOP SEGRET AND SPECIAL CATEGORY TRAFFIC CSPM IG, 150 REFERS) 


DESCRIPTION 


MAINTENANCE: kam—70, KAM—71, KAM—72, KAM—73 (ALL CONFIDENTIAL—CRYPTO) 


CLASSIFICATION 
OPERATING; KAO—63 (CONFIDENTIAL~CRYPTO, KAO—65, KAO—66 (BOTH UNCLASSIFIED) 
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NOTE: THE KY-—9 IS USED ON HIGH COMMAND JOINT CIRCUITS. ALL KY—9s IN USE WITHIN THE NAVY ARE OWNED 
AND MAINTAINED BY THE AIR FORCE, 
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CHAP, 2, SEC. 18, PART 4 


TSEC/KY—9: SYSTEM BLOCK DIAGRAM 
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